OFFICIAL GAZETEE Sat 


UNITED STATES PATENT OFFICE. 


VOLUME CLXXXIII. 
OCTOBER, 


1912. 


WASHINGTON: 
GOVERNMENT PRINTING OFFICE. 
1912. 


OCTOBER 22, 1912. 


U.S. PATENT OFFICE. 


971 





couplings engaging over and being fixed upon the ends of 
the flexible conduit, a neck threaded into and being fixed 
upon one of the couplings and having an exterior smooth 
surface at its outer end, said neck further having an in- 
tegral collar at its outer end beyond the smooth surface, 





and a coupling nut rotatable upon the neck and adapted 
for threaded engagement with said pipe membér and hav- 
ing an inwardly extending flange at its inner end adapted 
to engage said collar and bind the same against said pipe 
member. 
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1. In a chiropractic table, the combination of a main 
frame, a support fixed to and rising therefrom, a vertically 
adjustable bench pivoted to and extending outward from 
said support, curved rack bars connected together and 
pivoted to the bench in position to engage a portion of 
the main frame, a carriage slidable on the main frame 
and provided with a support, a vertically adjustable bench 
pivoted to and extending outward from said support, and 
curvilinear rack bars connected together and pivoted to 
said bench in position to engage a portion of the carriage. 

2. In a chiropractic table, the combination of a main 
frame, a support fixed to and rising therefrom, a vertically 
adjustable bench pivoted to and extending outward from 
said support, curved rack bars connected together and 
pivoted to the bench in position to engage a portion of 
the main frame, a carriage slidable on the main frame 
and provided with a support, a vertically adjustable 
bench pivoted to and extending outward from said sup- 
port, curvilinear rack bars connected together and piv- 
oted to said bench in position to engage a portion of the 
carriage, an abdomen support, of flexible material, con- 
nected to the first-named support and passed around 
guides on the second-named support, and a retractile 
spring connecting said abdomen support and the main 
frame. 

3. In a chiropractic table, the combination of a main 
frame, a support fixed to and rising therefrom, a vertically 
adjustable bench pivoted to and extending outward from 
said support, curved rack bars connected together and 
pivoted to the bench in position to engage a portion of 
the main frame, a carriage slidable on the main frame 
and provided with a support, a vertically adjustable bench 
pivoted to and extending outward from said support, 
curvilinear rack-bars connected together and pivoted to 
said bench in position to engage a portion of the carriage, 
an abdomen support, of flexible material, connected to 
the first-named support and passed around guides on the 


second-named support, a retractile spring connecting said 
abdomen support and the main frame,-and adjustable 
means on the carriage for holding the same against 
casual movement on the main frame. 

4. In a chiropractic table, the combination of a main 
frame, a support fixed to and rising from said frame, a 
bench connected with said support, means for adjustably 
fixing the bench with respect to the main frame, a sup- 
port movable on the main frame and toward and from the 
first-named support, a bench adjustable on the second- 
named support, means for adjustably fixing the second- 
named bench with respect to its support, lower and upper 
guide devices carried by the second-named support, an 
abdomen support, of pliable material, connected at one 
end with the first-named support and passed over the 
guide devices of the second-named support, and a retractile 
spring interposed between the opposite end of the abdomen 
support and the main frame. 

5. The combination in a chiropractic table, of a main 
frame, a support fixed thereto, a bench adjustable on said 
support, means for adjustably fixing the said bench, a 
support movable on the main frame and toward and from 
the first-named support, a bench adjustable on the second- 
named support, means for adjustably fixing said bench, an 
abdomen support, of pliable material, connected with the 
first-named support and engaged with the second-named 
and movable support, and a retractile spring connecting 
the abdomen support and the main frame and adapted 
to accommodate the said support to the adjustment of the 
second-named bench. 
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1. A sharpening apparatus for edge tools, where a 
sharpening tool is forced against the edge tool and a 
guide roll, a slanting bearing surface for the shank of 
the scissors provided in a frame parallelly to the said 
roll, and one or more hooks extending transversally to 
the roll and the bearing surface and adjustably inserted 
in slots in the frame and provided with means for forc- 
ing the same against the said shank located between the 
hooks and the said surface. 

2. A sharpening apparatus comprising a rectangular 
frame having a slanting bearing face at one edge; a roll 
journaled near the other edge parallel to said face; bolts 
passing transversely through said frame and having hooks 
on one end disposed adjacent and parallel to said face; 
and wing-nuts on the opposite ends of the respective bolts. 


VENDING-MACHINE. 
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In a coin-operated vending machine, the combination 
of a shaft having a diametrical slot therethrough adapted 
to receive a part of a coin, a hollow roller loosely sur- 
rounding the slotted portion of said shaft and having at 
diametrically opposite points longitudinal slots of a less 
length than the diameter of a predetermined coin; said 
slots of the hollow roller being adapted to be put in 
registration with the slot of the shaft, the slots when 
in registration being adapted to receive and hold the 
coin with a portion thereof projecting beyond the periph- 
ery of the roller, a coin chute the discharge end of which 
is disposed above the vertical center of the slotted shaft 
and hollow and slotted roller, a stationary coin guide 


